


Our incredibly durable Tri-Proof Light 
can withstand water, vapor and 
corrosive elements.  
They are an ideal replacement for 
standard high wattage and inefficient 
fluorescent tubes.  
These lights are used in industrial 
lighting, warehouses, parking             
garages, tunnels and anywhere 
avoiding the  elements                           
is necessary. 
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TRI-PROOF 



Advantages 
• UL cUL DLC CE RoHS 
• IP65 driver 
• Input voltage AC85-265V 
• Good heat dissipation 
• No flickering, low power 

consumption 
• Vapor proof, water proof and 

corrosion proof 

Applications 
• Tunnels 
• Bathrooms 
• Workshop 
• Warehouses 
• Parking Garages 
• Schools 
• Hotels 
• Hospitals 
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EAG-TPL-20W EAG-TPL-30W EAG-TPL-40W EAG-TPL-60W EAG-TPL-80W 

INPUT POWER 20 W 30W 40W 60W 80W 

LED DRIVER IP 65 IP 65 IP 65 IP 65 IP 65 

SIZE 2 ft length 2 foot length 4 ft length 4 ft length 8 ft length 

LUMINOUS 
EFFICIENCY 110 LM/W 110 LM/W 110 LM/W 110 LM/W 110 LM/W 

COLOR 
TEMPERATURE 2700-8000K 2700-8000K 2700-8000K 2700-8000K 2700-8000K 

CRI >80 >80 >80 >80 >80 

BEAM ANGLES 120 Degree 120 Degree 120 Degree 120 Degree 120 Degree 

WORKING 
TEMPERATURE -20°C TO 45°C  -20°C TO 45°C  -20°C TO 45°C  -20°C TO 45°C  -20°C TO 45°C  

STORAGE 
TEMPERATURE -30°C TO 80°C  -30°C TO 80°C  -30°C TO 80°C  -30°C TO 80°C  -30°C TO 80°C  

RATING 50,000 hrs 50,000 hrs 50,000 hrs 50,000 hrs 50,000 hrs 

HOUSING Aluminum Aluminum Aluminum Aluminum Aluminum 
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